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CHAPTER 1

Solaris 8 (x86 Platform Edition) 7/01
Hardware Compatibility List

This document provides information about general IA hardware requirements and the
peripherals and system platforms that are supported in Solaris™ 8 x86 Platform
Edition.

It documents cumulative changes since the release of Solaris 8 x86 Platform Edition,
including those documented in the Solaris 8 (x86 Platform Edition) 6/00 Hardware
Compatibility List, the Solaris 8 (x86 Platform Edition) 10/00 Hardware Compatibility List,
the Solaris 8 (x86 Platform Edition) 1/01 Hardware Compatibility List, and the Solaris 8
(x86 Platform Edition) 4/01 Hardware Compatibility List.

Note – In this document the term “IA” refers to the Intel 32-bit processor architecture,
which includes the Pentium, Pentium Pro, Pentium II, Pentium II Xeon, Celeron,
Pentium III, and Pentium III Xeon processors and compatible microprocessor chips
made by AMD and Cyrix.
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Note – System platforms listed in this document are tested “as-shipped” by the
hardware manufacturers, but due to the nature of this industry, there might be
unexpected and unannounced changes.

Before a system can be certified, every controller (disk, network, and video) in the
system must be certified. This means that each controller runs on an existing Solaris
driver or on a driver that has been certified by Sun. All Sun certified controllers are
listed in “Supported Devices” on page 27 and “Certified Controllers Supported by
Third-Party Drivers” on page 68.

It is common practice for hardware vendors to release variants of a particular
hardware design under a single marketing name. In some cases, not all variants will
work with the current Solaris device driver. Check the “Device Reference Pages” in the
Solaris 8 (x86 Platform Edition) Device Configuration Guide to see if they provide
additional information about specific hardware versions supported by the current
Solaris device driver.

How This Document Is Organized
This document is divided into these major sections:

� “General Requirements” on page 9 lists the Intel 32-bit processor architecture
(IA) hardware requirements for installing the Solaris 8 operating environment.

� “System Platforms” on page 10 lists the platforms supported in the Solaris 8 x86
Platform Edition product. This is not intended to be an exhaustive list of IA based
systems that can run Solaris 8 software. All peripherals listed in “Supported
Devices” on page 27 have not been tested in all combinations on all of these
platforms.

� “Supported Devices” on page 27 lists the peripherals supported by drivers
included on the Solaris CD. Support for these drivers is provided by Sun.

� “Certified Controllers Supported by Third-Party Drivers” on page 68 lists
controllers developed by independent hardware vendors (IHVs). Contact the IHV
directly to get support for these controllers, which have been certified using a
third-party driver.
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Conventions Used
� Pentium system platforms and motherboards listed in this document show the

CPU type and speed in parentheses after the model name.

� The term (P-xxx) indicates a Pentium processor. The xxx is replaced by the
speed of the system in megahertz. For example, P-100 indicates a 100-MHz
Pentium processor.

� The term (PP-xxx) indicates a Pentium Pro processor. The xxx is replaced by the
speed of the system in megahertz. For example, PP-150 indicates a 150-MHz
Pentium Pro processor.

� The term (PII-xxx) indicates a Pentium II processor. The xxx is replaced by the
speed of the system in megahertz. For example, PII-233 indicates a 233-MHz
Pentium II processor.

� The term (PIII-xxx) indicates a Pentium III processor. The xxx is replaced by the
speed of the system in megahertz. For example, PIII-450 indicates a 450-MHz
Pentium III processor.

� The term (P4-xxx) indicates a Pentium 4 processor. The xxx is replaced by the
speed of the system in megahertz. For example, P4-933 indicates a 933-MHz
Pentium 4 processor.

� In “Supported Devices” on page 27, peripherals that require additional
configuration and that have a Device Reference Page in the Solaris 8 (x86 Platform
Edition) Device Configuration Guide are marked with a # symbol.

Related Books
For specific hardware configuration information necessary to install and run the
Solaris environment on your particular hardware, see the Solaris 8 (x86 Platform
Edition) Device Configuration Guide.

Solaris Certification Programs
For information about the Solaris hardware certification programs, see
http://soldc.sun.com/support/certify/HCTS.
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Because certification testing is an ongoing process, updated Solaris 8 (x86 Platform
Edition) Hardware Compatibility Lists (HCLs) are produced between releases. HCLs are
available at http://soldc.sun.com/support/drivers/hcl.

Driver-Related Patches
For information about driver-related patches that are currently available for Solaris
x86 Platform Edition, see http://www.sun.com/io/released-patches.html.
For a list of upcoming driver-related patches, see
http://www.sun.com/io/upcoming-patches.html.

HCL Feedback
To supply technical feedback about this book, send email to
x86-certify@cypress.west.sun.com.

Ordering Sun Documents
Fatbrain.com, an Internet professional bookstore, stocks select product documentation
from Sun Microsystems, Inc.

For a list of documents and how to order them, visit the Sun Documentation Center on
Fatbrain.com at http://www1.fatbrain.com/documentation/sun.

Accessing Sun Documentation Online
The docs.sun.comSM Web site enables you to access Sun technical documentation
online. You can browse the docs.sun.com archive or search for a specific book title or
subject. The URL is http://docs.sun.com.
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The Solaris 8 (x86 Platform Edition) 7/01 Hardware Compatibility List and other versions
of this book are updated frequently at the Solaris Developer Connection web site. The
URL is http://soldc.sun.com/support/drivers/hcl.

General Requirements

CPU Memory Bus
Disk
Interface Distribution Media

Devices for
Installing Solaris

Intel Pentium

Intel Pentium Pro

Intel Pentium with MMX

Intel Pentium II

Intel Pentium II Xeon

Intel Celeron

Intel Pentium III

Intel Pentium III Xeon

Intel Pentium 4

AMD-K5

AMD-K6

AMD-K6-2

AMD-K6-3

AMD Athlon (formerly Athlon K7)

AMD Duron

Cyrix 5x86-100GP

Cyrix 6x86-P120+GP

Cyrix 6x86-P150+

Cyrix 6x86-P166+

Cyrix 6x86MX-PR150

Cyrix MII

Minimum: 64
Mbytes

Maximum: 32
Gbytes1

PCI, ISA,
VLB

IDE,
E-IDE,
SCSI

CD-ROM and a
single boot
diskette

Diskette drive
and one of the
following
devices:
� Local SCSI or

ATAPI/IDE
CD-ROM or
DVD-ROM
drive

� Remote SCSI
or
ATAPI/IDE
CD-ROM or
DVD-ROM
drive
available
over the
network

� Remote fixed
disk
available
over the
network

1. IA based systems that use the Intel Pentium Pro and subsequently released Intel CPUs can address up to 32 Gbytes of physical memory.
Individual processes are still limited to a maximum of 3.5 Gbytes of virtual address space however.
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System Platforms
Solaris 8 x86 Platform Edition has been successfully installed and tested on the systems
listed in this section configured as they are shipped by the system manufacturer.

Before a system can be certified, every controller (disk, network, and video) in the
system must be certified. This means that each controller runs on an existing Solaris
driver or on a driver that has been certified by Sun. All Sun certified controllers are
listed in “Supported Devices” on page 27 and “Certified Controllers Supported by
Third-Party Drivers” on page 68.

There are two levels of system certification:

Level 1 The system has passed Sun’s Level 1 certification test suite, which tests
basic system functionality for Solaris compatibility.

Level 2 The system has passed Sun’s Level 2 certification test suite. The tests are
rigorous enough that system manufacturers might soon be eligible to apply
to license the Solaris Ready logo. System manufacturers whose products
are used in everyday business environments often choose Level 2
certification.

In the following system tables, the Level 2 designation appears in boldface.

Single Processor Systems
TABLE 1–1 Single Processor Systems

System Platform Certification Level

Acer AcerAcros T7000 MT (PII-266)

Acer AcerAltos 920 (PII-300)

Acer AcerAltos 9100 (PII-300)

Acer AcerAltos 9100 (PII-300+RAID)

Acer AcerPower T7000 MT (PII-266)

Level 1

Level 1

Level 1

Level 1

Level 1

Advantech PCA 6180 (PIII-733) Level 1

Bull Information Systems Express5800-HX4500 (PII Xeon-400) Level 1
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TABLE 1–1 Single Processor Systems (Continued)
System Platform Certification Level

Compaq Deskpro EN 6400 (PII-400)

Compaq Professional Workstation AP200 (PII-400)

Compaq Professional Workstation AP200 (PII-450)

Compaq Professional Workstation AP200 (PIII-400)

Compaq Professional Workstation AP400 (PII-400)

Compaq Professional Workstation AP400 (PII-450)

Compaq Professional Workstation AP500 (PII-450)

Compaq Professional Workstation AP550 (PIII-1GHz)

Compaq Professional Workstation SP750 (PIII-866)

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Compaq ProLiant 800 (PII-350)

Compaq ProLiant 800 (PIII-550)

Compaq ProLiant 1200 (PII-233)

Compaq ProLiant 1600 (PII-300)

Compaq ProLiant 1600 (PII-350)

Compaq ProLiant 1600 (PII-400)

Compaq ProLiant 2500 (PP-200)

Compaq ProLiant 3000 (PII-333)

Compaq ProLiant 3000 (PII-450)

Compaq ProLiant 6000 (PP-200)

Compaq ProLiant 7000 (PP-200)

Compaq ProLiant DL320 (PIII-800)

Compaq ProLiant DL320 (PIII-1GHz)

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 2

Compaq ProSignia 200 (PII-233)

Compaq ProSignia 200 (PII-266)

Compaq ProSignia 200 (PII-300)

Level 1

Level 1

Level 1
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TABLE 1–1 Single Processor Systems (Continued)
System Platform Certification Level

Dell OptiPlex G1 (Celeron-433)

Dell OptiPlex GN+ 5233 (P-233 MMX)

Dell OptiPlex GXa 300L (PII-300)

Dell OptiPlex GXa 333L EM+ (PII-333)

Dell OptiPlex GX1-266 (PII-266)

Dell OptiPlex GX1-300 (PII-300)

Dell OptiPlex GX1-333 (PII-333)

Dell OptiPlex GX1-350 (PII-350)

Dell OptiPlex GX1-400 (PII-400)

Dell OptiPlex GX1-500 (PIII-500)

Dell OptiPlex GX1-550 (PIII-550)

Dell OptiPlex GX100 (Celeron-600)

Dell OptiPlex GX1p-400 (PII-400)

Dell OptiPlex GX1p-450 (PII-450)

Dell OptiPlex GX1p-500 (PIII-500)

Dell PowerApp-100 (PIII-600)

Dell PowerApp-110 (PIII-700)

Dell PowerEdge 2200 (PII-266)

Dell PowerEdge 2200 (PII-266+RAID)

Dell PowerEdge 2550 (PIII-1GHz)

Dell Precision Workstation 220 (PIII-600)

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Force CPCI-730 (PII-333) Level 1
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TABLE 1–1 Single Processor Systems (Continued)
System Platform Certification Level

Fujitsu FMV-5166D9K (K6-160 MMX)

Fujitsu FMV-5233T7M (P-233 MMX)

Fujitsu FMV-6266D9 (PII-266)

Fujitsu FMV-6266DX (PII-266)

Fujitsu FMV-6300DX2c (Celeron-300)

Fujitsu FMV-6350DX (PII-350)

Fujitsu FMV-6400TX (PII-400)

Fujitsu FMV PRO 7400E1 2D (PII-400)

Fujitsu FMV PRO 7400T1 2D (PII-400)

Fujitsu FMV PRO 7550E2 2D (PIII-550)

Fujitsu FMV PRO 7700E3 (PIII-700)

Fujitsu FMV PRO 8550T2 2D (PIII Xeon-550)

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Fujitsu GRANPOWER5000 ES200 (PIII-600)

Fujitsu GRANPOWER5000 Model 180 (PII-400)

Fujitsu GRANPOWER5000 Model 180 (PIII-550)

Fujitsu GRANPOWER5000 Model 280 (PIII-700)

Fujitsu GRANPOWER5000 Model 580 (PII Xeon-400)

Fujitsu GRANPOWER5000 Model 580 (PIII Xeon-550)

Fujitsu PRIMERGY ES200 (Celeron-633)

Fujitsu PRIMERGY ES200 (PIII-800)

Fujitsu PRIMERGY ES210 (PIII-800)

Fujitsu PRIMERGY ES210 (PIII-850)

Fujitsu PRIMERGY ES280 (PIII-800)

Fujitsu PRIMERGY MS380 (PIII-850)

Fujitsu PRIMERGY MS610 (PIII Xeon-700)

Fujitsu PRIMERGY TS120 (PIII-933)

Fujitsu PRIMERGY TS220 (PIII-933)

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Hitachi FLORA 370-TS3 (PII-450)

Hitachi HA8000/40 (PII-400)

Hitachi HA8000/150 (PIII-500)

Level 1

Level 1

Level 1
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TABLE 1–1 Single Processor Systems (Continued)
System Platform Certification Level

HP Kayak XA-s 6-350 PC Workstation (PII-350)

HP Kayak XA-s 6-400 PC Workstation (PII-400)

HP Kayak XA-s 6-450 PC Workstation (PII-450)

HP Kayak XU 6-266 PC Workstation (PII-266)

HP Kayak XU 6-300 PC Workstation (PII-300)

HP NetServer E40 (PP-200)

HP NetServer E45 (PII-266)

HP NetServer E50 (PII-333)

HP NetServer LCII (PII-300)

HP NetServer LHII (PII-266)

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

IBM IntelliStation E Pro 6893 (PII-400)

IBM IntelliStation M Pro 6889-08Z (PII-350)

IBM Netfinity 3500 8644-21U (PII-266)

IBM Netfinity 5500 8660-4RU (PII-400)

IBM Personal Computer 300 PL Model 6562-30Z (P-200 MMX)

IBM Personal Computer 300 PL Model 8692-40Z (PP-350)

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Intel SKA4 (PIII Xeon-500)

Intel UPServer T440BX (PIII-500)

Level 1

Level 1

Motorola CPV5000 Single-Board Computer (P-233 MMX Mobile Module)

Motorola CPV5300 Single-Board Computer (PII-266 Mobile Module)

Motorola CPV5350 Single-Board Computer (PII-333 Mobile Module)

Level 1

Level 1

Level 1

NCR 3261 (Celeron-266)

NCR 3271 (PII-266)

NCR 3272 (PII-450)

NCR WorldMark 4300 (PP-200, 512 KB)

Level 1

Level 1

Level 1

Level 1
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TABLE 1–1 Single Processor Systems (Continued)
System Platform Certification Level

NEC Express5800-ES1200 (PII-266)

NEC Express5800-ES1400 (PII-300)

NEC Express5800-HX4500 (PII Xeon-400)

NEC Express5800-TM1200 (2 CPUs, PIII-933)

NEC PowerMate Enterprise 4100E (Celeron-266)

NEC PowerMate Enterprise 5100 (PII-300)

NEC PowerMate Enterprise 8100E (PII-400, 512 KB)

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Siemens AG ATD SiiX Station 4BX (PII-350)

Siemens AG PRIMERGY 170 (D1107) (PIII-500)

Siemens AG PRIMERGY 870 (PII Xeon-400)

Siemens AG PRIMERGY 870 (PII Xeon-450)

Siemens AG Scenic Pro D6 (D1085) (PII-266)

Siemens AG Scenic Pro D7 (D1064) (PII-450)

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Toshiba Equim 7100M (PIII-600)

Toshiba Magnia 3000 (PII-400)

Toshiba Magnia 5000 (PII-400)

Level 1

Level 1

Level 1

Zenith Data Systems Express5800-ES1200 (PII-266)

Zenith Data Systems Express5800-ES1400 (PII-300)

Zenith Data Systems Express5800-HX4500 (PII Xeon-400)

Zenith Data Systems Z-Station 4100E (Celeron-266)

Zenith Data Systems Z-Station 8100E (PII-400, 512 KB)

Level 1

Level 1

Level 1

Level 1

Level 1

Multiprocessor Systems (SMP)
The number of CPUs following each entry indicates the number of processors in the
multiprocessor system as tested.
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TABLE 1–2 Multiprocessor Systems (SMP)

System Platform Certification Level

Acer AcerAltos 920 (2 CPUs, PII-300)

Acer AcerAltos 1100E (2 CPUs, PIII-550)

Acer AcerAltos 1200 (2 CPUs, PIII-866)

Acer AcerAltos 1200LP (2 CPUs, PIII-800)

Acer AcerAltos 9100 (2 CPUs, PII-300)

Acer AcerAltos 9100 (2 CPUs, PII-300+RAID)

Acer AcerAltos 12000 (2 CPUs, PIII Xeon-550)

Acer AcerAltos 21000 (4 CPUs, PIII Xeon-500)

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Acer AOpen DX2G Plus (2 CPUs, PIII Xeon-550)

Acer AOpen DX6G Plus (2 CPUs, PIII-500)

Acer AOpen DX6G Plus (2 CPUs, PIII Xeon-500)

Acer ProStation 5000 (2 CPUs, PIII-550)

Level 1

Level 1

Level 1

Level 1

Bull Information Systems Express5800-HX4500 (4 CPUs, PII Xeon-400)

Bull Information Systems Express5800-HX4600 (2 CPUs, PII-450)

Bull Information Systems Express5800-MC2400 (2 CPUs, PII-450)

Bull Information Systems Express5800-MH4500 (2 CPUs, PII Xeon-400)

Level 1

Level 1

Level 1

Level 1
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TABLE 1–2 Multiprocessor Systems (SMP) (Continued)
System Platform Certification Level

Compaq Professional Workstation AP400 (2 CPUs, PII-400)

Compaq Professional Workstation AP400 (2 CPUs, PII-450)

Compaq Professional Workstation AP500 (2 CPUs, PII-450)

Compaq Professional Workstation 6000 (2 CPUs, PII-266)

Compaq Professional Workstation 8000 (2 CPUs, PP-200)

Compaq Professional Workstation 8000 (4 CPUs, PP-200)

Compaq ProLiant 800 (2 CPUs, PII-350)

Compaq ProLiant 800 (2 CPUs, PIII-550)

Compaq ProLiant 1600 (2 CPUs, PII-350)

Compaq ProLiant 1600 (2 CPUs, PII-400)

Compaq ProLiant 1600 (2 CPUs, PIII-550)

Compaq ProLiant 1850R (2 CPUs, PIII-500)

Compaq ProLiant 1850R (2 CPUs, PIII-550)

Compaq ProLiant 2500 (2 CPUs, PP-200)

Compaq ProLiant 3000 (2 CPUs, PII-300)

Compaq ProLiant 3000 (2 CPUs, PII-333)

Compaq ProLiant 3000 (2 CPUs, PIII-500)

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Compaq ProLiant 5500 (4 CPUs, PP-200)

Compaq ProLiant 5500 (4 CPUs, PII Xeon-400)

Compaq ProLiant 5500 (4 CPUs, PII Xeon-450)

Compaq ProLiant 6000 (2 CPUs, PP-200)

Compaq ProLiant 6000 (2 CPUs, PIII Xeon-500)

Compaq ProLiant 6000 (4 CPUs, PP-200)

Compaq ProLiant 6000 (4 CPUs, PIII Xeon-500)

Compaq ProLiant 6400R (4 CPUs, PIII Xeon-500)

Compaq ProLiant 6500 (4 CPUs, PP-200)1, 2

Compaq ProLiant 6500R (4 CPUs, PII Xeon-400)

Compaq ProLiant 6500R (4 CPUs, PII Xeon-450)

Compaq ProLiant 6500R (4 CPUs, PIII Xeon-500)

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1
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TABLE 1–2 Multiprocessor Systems (SMP) (Continued)
System Platform Certification Level

Compaq ProLiant 7000 (2 CPUs, PP-200)2

Compaq ProLiant 7000 (4 CPUs, PP-200)2

Compaq ProLiant 7000 (4 CPUs, PII Xeon-450)2

Compaq ProLiant 7000 (4 CPUs, PIII Xeon-500)2

Compaq ProLiant 8000 (8 CPUs, PIII-700)2

Compaq ProLiant 8500 (8 CPUs, PIII-700)2

Compaq ProLiant 8500R (8 CPUs, PIII-700)2

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Level 1

Compaq ProLiant DL360 (2 CPUs, PIII-866)

Compaq ProLiant DL360 (2 CPUs, PIII-933)

Compaq ProLiant DL360 (2 CPUs, PIII-1GHz)

Compaq ProLiant DL380 (2 CPUs, PIII-1GHz)

Compaq ProLiant DL580 (4 CPUs, PIII-700)

Compaq ProLiant DL760 (8 CPUs, PIII-700)

Compaq ProLiant ML370 (2 CPUs, PIII-933)

Compaq ProLiant ML370 (2 CPUs, PIII-1GHz)

Compaq ProLiant ML530 (2 CPUs, PIII-933)

Compaq ProLiant ML530 (2 CPUs, PIII-1GHz)

Compaq ProLiant ML570 (4 CPUs, PIII-700)

Level 1

Level 1

Level 1

Level 1

Level 1

Level 2

Level 1

Level 1

Level 1

Level 1

Level 1
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TABLE 1–25 Video Display Devices (Continued)

Vendor Model Bus Video Chip

Resolution and Color Depth

800x600 1024x768 1152x900 1280x1024 1600x1200

8 24 8 24 8 24 8 24 8 24

RAGE PRO TURBO2 — ATI RAGE
PRO TURBO4

� � � � � � � � � �

RAGE XL2 — ATI RAGE XL � � � � � � � � � �

Video Expression PCI ATI Mach64VT � � � � �

Winturbo5 PCI ATI Mach64 � � � � �

XPERT@Play PCI,
AGP

ATI RAGE
PRO TURBO4

� � � � � � � � � �

XPERT@Work PCI,
AGP

ATI RAGE
PRO TURBO4

� � � � � � � � � �

Boca Voyager 64 PCI S3 Trio64 � � � � �

Chips &
Technology

655402 — F65540 � �

655452 — F65545 � � �

655482 — F65548 � � �

655502 — F65550 � � � �

Cirrus Logic 5420 w/512 KB
DRAM2

— Cirrus Logic
GD5420

�

54282 — Cirrus Logic
GD5428

� � � �

5428 w/512 KB
VRAM2

— Cirrus Logic
GD5428

�

54292 — Cirrus Logic
GD5429

� � � �

54302 — Cirrus Logic
GD5430

� � � �

54342 — Cirrus Logic
GD5434

� � � � � �

54362 — Cirrus Logic
GD5436

� � � � �

54M402 — Cirrus Logic
GD54M40

� � � � �
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TABLE 1–25 Video Display Devices (Continued)

Vendor Model Bus Video Chip

Resolution and Color Depth

800x600 1024x768 1152x900 1280x1024 1600x1200

8 24 8 24 8 24 8 24 8 24

54462 — Cirrus Logic
GD5446

� � � � �

54652 PCI,
AGP

Cirrus Logic
GD5465

� � � � � � �

54802 — Cirrus Logic
GD5480

� � � � � � � � �

75432 — Cirrus Logic
GD7543

� �

Compaq Professional
Workstation 5000

PCI MGA-2064W � � � � � � � � � �

ProLiant — Cirrus Logic
GD5420

�

ProLiant 800 — Cirrus Logic
GD5440

�

ProLiant 1000 — Cirrus Logic
GD5420

�

ProLiant 1500 — Cirrus Logic
GD5420

�

ProLiant 2000 — Cirrus Logic
GD54M30

�

ProLiant 2500 — Cirrus Logic
GD5420

�

ProLiant 4000 — Cirrus Logic
GD5420

�

ProLiant 4500 — Cirrus Logic
GD5424

�

ProLiant 5000 — Cirrus Logic
GD5424

�

ProSignia6 — Cirrus Logic
GD5420

�

ProSignia 300 — Cirrus Logic
GD5424

�
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TABLE 1–25 Video Display Devices (Continued)

Vendor Model Bus Video Chip

Resolution and Color Depth

800x600 1024x768 1152x900 1280x1024 1600x1200

8 24 8 24 8 24 8 24 8 24

ProSignia 300/500 — Cirrus Logic
GD5420

�

ProSignia 300/500 — Cirrus Logic
GD5424

�

QVision 2000 PCI Matrox
MGA-2

� � � � �

QVision 2000 (Rev.
G)

PCI Matrox
MGA-3

� � � � �

Creative Labs 3D Blaster RIVA
TNT27

AGP NVIDIA RIVA
TNT2

� � � � � � � � � �

Graphics Blaster7 AGP NVIDIA RIVA
TNT

� � � � � � � � � �

DEC DECpc XL 590 — Cirrus Logic
GD5428

�

Dell OptiPlex DGX 590 — ATI Mach64 � � � � �

OptiPlex XMT 590 — S3 Vision 864 � � � � �

Diamond Fire GL 1000 Pro AGP 3Dlabs
Permedia 2

� � � � � � � � �

SpeedStar 64/

SpeedStar 64
Graphics 2000XL
Series

ISA,
PCI

Cirrus Logic
GD5434

� � � � �

Stealth 3D 2000 PCI S3 ViRGE
(86C325)

� � � � �

Stealth 3D 2000/Pro PCI S3 ViRGE/DX
(86C375)

� � � � � �

Stealth 3D 3000 PCI S3 ViRGE/VX
(86C988)

� � � � � � � � �

Stealth 64 DRAM/
Stealth 64 Graphics
2000 Series

PCI,
VLB

S3 Vision 864 � � � � �

Stealth 64 DRAM PCI S3 Trio64 � � � � �
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TABLE 1–25 Video Display Devices (Continued)

Vendor Model Bus Video Chip

Resolution and Color Depth

800x600 1024x768 1152x900 1280x1024 1600x1200

8 24 8 24 8 24 8 24 8 24

Stealth 64 VRAM PCI,
VLB

S3 Vision 964 � � � � � � �

Stealth 64 Video 2001 PCI S3 Vision 765 � � � � �

Stealth Video
DRAM/ Stealth 64
Video 2000 Series

PCI,
VLB

S3 Vision 868 � � � � � �

Stealth Video
VRAM/ Stealth 64
Video 30008 Series

PCI S3 Vision 968 � � � � � � � � �

Viper V770 AGP NVIDIA RIVA
TNT27

� � � � � � � � � �

ELSA Victory 3D PCI S3 ViRGE
(86C325)

� � � � � �

Winner 1000 AVI PCI S3 Vision 868 � � � � �

Winner 1000Pro-VL9 VLB S3 Vision 864 � � � � �

Winner 2000Pro-PCI PCI S3 Vision 964 � � � � � � � �

Winner 2000Pro-VL VLB S3 Vision 964 � � � � � � � �

Winner 2000Pro-X PCI S3 Vision 968 � � � � � � � � �

Winner 3000-S PCI S3 ViRGE
(86C325)

� � � � �

Everex FIC 864P PCI S3 Vision 864 � � � � �

VGA Trio 64P PCI S3 Trio64 � � � � �

ViewPoint 64P PCI S3 Vision 864 � � � � �

Hercules Dynamite 128/Video PCI Tseng ET6000 � � � � � �

Hewlett-
Packard

HP Vectra VL2 Cirrus Logic
GD5428

� �

HP Vectra XM2i S3 Vision 864 � � �

HP Vectra XU10 — S3 Vision 864 � � � � �

IBM Easy Options
(VC550)11

ISA Cirrus Logic
GD5428

�

PC 330—Model 6575 — S3 Vision 864 � � � � �
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TABLE 1–25 Video Display Devices (Continued)

Vendor Model Bus Video Chip

Resolution and Color Depth

800x600 1024x768 1152x900 1280x1024 1600x1200

8 24 8 24 8 24 8 24 8 24

PC 330—Model 6576 — S3 Trio64 � � �

PC 350—Model 6581 — Cirrus Logic
GD5430

� � � �

PC 360—Model 6598 — MGA Storm � � � � � � � �

PC 750—Model
6885-35H

— S3 Vision 864 � � � � �

PC 750—Model
6885-J0M

— S3 Vision 864 � � � � �

PC Series 300-486 — Cirrus Logic
GD5430

� �

PC Series 300 — S3 Vision 864 � � � � �

PC Series 700 — S3 Vision 864 � � � � �

PC Server
310—Model
8639-0DT

— S3 Vision 868 � � � �

PC Server
310—Model
8639-0EO

— S3 Trio64V+ � � �

PC Server
310—Model
8639-0XT

— S3 Vision 864 � � �

PC Server
320—Model
8640-0DV

— Cirrus Logic
GD5428

� �

PC Server
320—Model
8640-0NJ

— Cirrus Logic
GD5428

� �

PC Server
320—Model
8640-0XT

— Cirrus Logic
GD5428

� �

PC Server
320—Model
8640-0YT

— Cirrus Logic
GD5428

� �
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TABLE 1–25 Video Display Devices (Continued)

Vendor Model Bus Video Chip

Resolution and Color Depth

800x600 1024x768 1152x900 1280x1024 1600x1200

8 24 8 24 8 24 8 24 8 24

PC Server
320—Model
8640-MXT

— Cirrus Logic
GD5430

� �

PC Server
325—Model
8639-ESO

— Cirrus Logic
GD5436

� � �

PC Server
325—Model
8639-ESV

— Cirrus Logic
GD5436

� � �

PC Server
500—Model
8641-0YR

— Cirrus Logic
GD5428

� �

PC Server
500—Model
8641-0YT

— Cirrus Logic
GD5428

� �

PC Server
520—Model
8641-ED2

— Cirrus Logic
GD5428

� �

PC Server
520—Model
8641-EDG

— Cirrus Logic
GD5428

� �

PC Server
520—Model
8641-EZS

— Cirrus Logic
GD5428

� �

PC Server
520—Model
8641-EZV

— Cirrus Logic
GD5428

� �

PC Server
720—Model
8642-0ZO

— Cirrus Logic
GD5428

� �

PS/ValuePoint
Performance Series

— S3 Vision 864 � � � � �

VGA12 ISA IBM VGA �

Intel I810 — Intel I810 � � � � � � � �

I815 — Intel I815 � � � � � � � �
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TABLE 1–25 Video Display Devices (Continued)

Vendor Model Bus Video Chip

Resolution and Color Depth

800x600 1024x768 1152x900 1280x1024 1600x1200

8 24 8 24 8 24 8 24 8 24

Intergraph G9513 PCI MGA Storm � � � � � � � � � �

ISMP (SMP 224)14 Cirrus Logic
GD5434

� � � � � �

Matrox Millennium PCI MGA
Storm-R1

� � � � � � � � � �

Millennium 220 PCI MGA
Storm-R2

� � � � � � � � � �

Millennium 220 PCI MGA-2064-R2 � � � � � � � � � �

Millennium 220 PCI MGA-2064W-R3 � � � � � � � � � �

Millennium II PCI,
AGP

MGA-2164W � � � � � � � � � �

Millennium G200 AGP MGA-G200 � � � � � � � � � �

Millennium G400 AGP MGA-G400 � � � � � � � � � �

Millennium G450 — MGA-G450 � � � � � � � � � �

Mystique PCI MGA-1064SG � � � � � � � � �

Mystique 220 PCI MGA-1064SG
(-G or -H) (or
MGA-1164SG)

� � � � � � � � �

Mystique G200 AGP MGA-G200 � � � � � � � � � �

Mystique G400 AGP MGA-G400 � � � � � � � � � �

Productiva G100 PCI,
AGP

MGA-G100 � � � � � � � � � �

Micronics Mpower 4 plus3 — ATI Mach64 � �

Miro miroCRYSTAL 20SD PCI S3 Vision 864 � � � � �

miroCRYSTAL 40SV PCI S3 Vision 964 � � � � � � �

Number Nine #9GXE64 PCI S3 Vision 864 � � � � � �

#9GXE64 Pro PCI S3 Vision 964 � � � � � � � �

9FX Motion 331 PCI S3 Trio64V+ � � � � �

9FX Motion 531 PCI S3 Vision 868 � � � �
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TABLE 1–25 Video Display Devices (Continued)

Vendor Model Bus Video Chip

Resolution and Color Depth

800x600 1024x768 1152x900 1280x1024 1600x1200

8 24 8 24 8 24 8 24 8 24

9FX Motion 771 PCI S3 Vision 968 � � � � � � � � �

9FX Reality 332 PCI S3 ViRGE
(86C325)

� � � � �

9FX Reality 334 PCI S3
ViRGE/GX2
(86C357)

� � � � � � �

Imagine 128 PCI Imagine 128 � � � � � � � �

Imagine 128 Pro PCI Imagine 128 � � � � � � � � � �

Imagine 128 Series 2 PCI Imagine 128
V2

� � � � � � � �

Imagine 128 Series
2e15

PCI Imagine 128
V2

� � � � � � �

Vision33016 PCI S3 Trio64 � � � � �

NVIDIA RIVA TNT7 — NVIDIA RIVA
TNT

� � � � � � � � � �

TNT27 — NVIDIA TNT2 � � � � � � � � � �

TNT2 M647 — NVIDIA TNT2
M64

� � � � � � � � � �

Oak
Technology

OTI107 PCI OTI107 � � � � �

OTI111 PCI OTI111 � � � � �

Orchid Kelvin 64 PCI Cirrus Logic
GD5434

� � � � �

Kelvin 6417 VLB Cirrus Logic
GD5434

� � � � �

S3 Trio3D2 PCI,
AGP

S3 Trio3D
(86E366)

� � � � � � �

Trio642 — S3 Trio64 � � � � �

Trio64V+2 — S3 Trio64V+ � � � � �

Trio64V2/DX2 — S3
Trio64V2/DX
(86C755)

� � � � �
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TABLE 1–25 Video Display Devices (Continued)

Vendor Model Bus Video Chip

Resolution and Color Depth

800x600 1024x768 1152x900 1280x1024 1600x1200

8 24 8 24 8 24 8 24 8 24

ViRGE2 — S3 ViRGE
(86C325)

� � � � � �

ViRGE/DX2 PCI S3 ViRGE/DX
(86C375)

� � � � � �

ViRGE/GX2 PCI S3 ViRGE/GX
(86C385)

� � � � � � �

ViRGE/GX22 PCI S3
ViRGE/GX2
(86C357)

� � � � � � �

ViRGE/VX2 — S3 ViRGE/VX
(86C988)

� � � � � � � � �

Vision 8642 S3 Vision 864 � � � � �

Vision 8682 — S3 Vision 868 � � � �

SPEA V7-Mirage P-64 PCI S3 Vision 868 � � � � �

STB Lightspeed 128 PCI Tseng ET6000 � � � � �

Nitro 3D PCI S3 ViRGE/GX
(86C385)

� � � � � � �

Nitro 64 Video PCI Cirrus Logic
GD5446

� � � � �

Nitro PCI PCI Cirrus Logic
GD5434

� � � � � �

PowerGraph 64 PCI S3 Trio64 � � � � �

PowerGraph 64 3D PCI S3 ViRGE
(86C325)

� � � � � �

PowerGraph 64
Video

PCI S3 Trio64V+ � � � � �

PowerGraph PRO
PCI

PCI S3 Vision 864 � � � � �

Velocity 3D PCI S3 ViRGE/VX
(86C988)

� � � � � � � � �

Velocity 64V PCI S3 Vision 968 � � � � � � � �

Trident 944018 PCI TGUI9440 � �
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TABLE 1–25 Video Display Devices (Continued)

Vendor Model Bus Video Chip

Resolution and Color Depth

800x600 1024x768 1152x900 1280x1024 1600x1200

8 24 8 24 8 24 8 24 8 24

9680 PCI TGUI9680 � � � �

9685 PCI TGUI9685 � � � �

Tseng Tseng ET6000 — Tseng ET6000 � � � � �

1. Video adapters based on the Cirrus Logic GD5424 chipset with 512-Kbyte DRAM might not perform well in 800x600x256 mode,
particularly if the selected monitor refresh rate is 60 Hz or higher.

2. Every video device with this chip might not work, but it is possible that your model can be used successfully.

3. Support is provided for ATI cards with ATI Mach64 chips and these RAMDACS: ATT68860, ATT20C408, ATT20C491, ATT20C498,
STG1702, and STG1703.

4. The ATI RAGE PRO TURBO is the same video chip as the ATI RAGE PRO. The ATI RAGE PRO TURBO support covers ATI video chips
intended for non-LCD desktop monitors.

5. The ATI Winturbo model is equivalent to the Gateway ATI GX Mach64 PCI video card.

6. The ProSignia 300 systems and some models of the ProSignia Server systems with the Cirrus Logic 5424 graphics chip are supported.
Choose one of the “Cirrus Logic 5424 (512k)” entries when configuring the window system using kdmconfig.

7. Video adapters based on the NVIDIA RIVA TNT, TNT2, and TNT2 M64 chipset might not work well in 640x480 mode on some displays.

8. For cards using the IBM or TI RAMDACs only.

9. The ELSA Winner 1000Pro with the ATT20C498 RAMDAC is supported.

10. Both the STG1702 and the ATT21C498 RAMDACs are supported.

11. Select “Cirrus Logic 542x” when configuring the display adapter during Solaris installation.

12. 640x480, 16 colors. Any 256-Kbyte or better VGA adapter supporting standard IBM mode 0x12 graphics. For VGA with 800x600 virtual
screen, select “16 color, 640x480 VGA panning @800x600 (for experts only, see docs)” when configuring the display adapter during
Solaris installation. Warning: This selection enables panning mode on a standard VGA. This video mode supports a virtual resolution of
800x600, but is only capable of physically displaying 640x480 pixels at a time. This might be a preferred mode to use on small screens,
but the use of panning might require some training.

13. To support the Intergraph G95, select the graphics card “Matrox MGA Millennium” when configuring the Solaris windowing system.

14. To support the Intergraph ISMP, select the graphics card “Cirrus Logic GD5434” when configuring the Solaris windowing system.

15. The 8-Mbyte version of the Number Nine Imagine 128 Series 2e is not supported.

16. Select “#9GXE 64 (Trio64)” when configuring the display adapter during Solaris installation.

17. Older versions of the Orchid Kelvin 64 VLB card have memory addressing limitations that might cause problems on systems containing
32 Mbytes or more of RAM. If you experience a problem, contact Orchid Technology for assistance.

18. This card does not work at the 1024x768 resolution with a 56-kHz refresh rate.

Certified Controllers Supported by
Third-Party Drivers
The following controllers have been certified using third-party drivers. Contact the
IHV for these drivers and for support for these controllers. You can also download
these drivers from the IHV Drivers for Solaris (Intel Platform Edition) page.
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Each controller listed has been certified through testing at one of these levels:

Level 1 The device has passed Sun’s Level 1 certification test suite,
which tests basic driver functionality for Solaris compatibility.

Level 2 The controller has passed Sun’s Level 2 certification test suite.
The tests are rigorous enough to qualify vendors to apply to
license the Solaris Ready logo. Vendors whose products are used
in everyday business environments often choose Level 2
certification.

Level 3/Included The controller has passed Sun’s Level 3 certification test suite.
Vendors whose products are used in enterprise and server
environments often choose Level 3 certification.

� When listed as Included, the product is already included in a
Solaris release.

� When listed as Level 3, the product might be included in a
forthcoming Solaris release.

Sun disclaims any and all liability resulting from the use of these controllers.

Supported Network Controllers
Additional network controllers are listed in “Network Controllers” on page 30.

Supported FDDI Controllers
TABLE 1–26 Supported FDDI Controllers

Vendor Controller
Certification
Level Driver Name Driver Version

SysKonnect SK-5521 Included skfp 2.00

SK-5522 Included

SK-5541 Included

SK-5543 Included

SK-5544 Included

SK-5821 Included

SK-5822 Included

SK-5841 Included

SK-5843 Included
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TABLE 1–26 Supported FDDI Controllers (Continued)

Vendor Controller
Certification
Level Driver Name Driver Version

SK-5844 Included

Supported Gigabit Ethernet Controllers
TABLE 1–27 Supported Gigabit Ethernet Controllers

Vendor Controller
Certification
Level Driver Name Driver Version

Broadcom
Corporation

BCM5700 Rev. B Level 2 bcme 1.0.3

Compaq NC6132 1000SX Gigabit Ethernet
Module for NC3131 and NC3134

Level 2 e1000g 2.5.17

NC6134 1000SX Gigabit Ethernet
NIC

Level 2

Intel PRO/1000 F Server Adapter Level 3 e1000g 2.5.17

PRO/1000 T Server Adapter Level 3

SysKonnect SK-9821 Included sk98sol 3.07

SK-9822 Included

SK-9841 Level 2

SK-9842 Level 2

SK-9843 Included

SK-9844 Included

SK-9861 Level 2

SK-9862 Level 2

Supported Token Ring Controllers
TABLE 1–28 Supported Token Ring Controllers

Vendor Controller
Certification
Level Driver Name Driver Version

Madge Smart 16/4 PCI Ringnode Mk2 Level 3 mtok 5.08

Smart 16/4 PCI Ringnode Mk3 Level 3
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TABLE 1–28 Supported Token Ring Controllers (Continued)

Vendor Controller
Certification
Level Driver Name Driver Version

Smart MK4 100/16/4 PCI
Ringnode

Level 3

Olicom RF-3140 Level 2 otr 3.3h

RF-3540 Level 2

Supported Storage Controllers
Additional storage controllers are listed in “Storage Controllers and Peripherals”
on page 39.

Supported SCSI Host Bus Adapters
TABLE 1–29 Supported SCSI Host Bus Adapters

Vendor Adapter
Certification
Level Driver Name Driver Version

Adaptec 29160 Included cadp160 d1.21

29160LP Included

29160N Included

39160 Included

AIC-7892 Included

AIC-7899A/B01 Included

Compaq 64-Bit/66-MHz Single Channel
Wide Ultra3 SCSI Controller

Level 2 cadp160 d1.21

64-Bit/66-MHz Dual Channel
Wide Ultra3 SCSI Controller

Level 2

Compaq Dual Channel Ultra-2 SCSI
Controller (896)

Level 2 cpqncr 3.60

Integrated Dual Channel Wide
Ultra-2 SCSI Controller

Level 2

Integrated Single Channel
Ultra-2 SCSI Controller

Level 2

Solaris 8 (Intel Platform Edition) 7/01 Hardware Compatibility List 71



TABLE 1–29 Supported SCSI Host Bus Adapters (Continued)

Vendor Adapter
Certification
Level Driver Name Driver Version

Integrated Single Channel Wide
Ultra 2 SCSI Controller (895A)

Level 2

LSI 53C895A Level 3 symhisl 4.07.01

53C896 Level 3

53C1010-33 Level 3

53C1010-66 Level 3

1. This chip is certified only for add-in HBAs, not for HBAs on the motherboard.

Supported RAID Controllers
TABLE 1–30 Supported RAID Controllers

Vendor Controller
Certification
Level Driver Name Driver Version

AMI Elite 1500 (467, 2-channel) Level 2 mega 2i17-8

Elite 1600 (493) Level 2

Enterprise 1500 (467, 4-channel) Level 2

Express 200 (466) Level 2

AMI Express 500 (475) Level 2 mega 2i17-12

AMI Express 500 (475) Level 2 mega 2i18

Compaq Integrated Smart Array
Controller

Level 2 cpqary2 1.30

LC2 RAID Controller Level 2

Smart Array 431 Controller Level 2

Smart Array 4200 Controller Level 2

Smart Array 4250ES Controller Level 2

Compaq Integrated Smart Array
Controller

Level 2 cpqary2 1.40

Compaq Smart Array 221 Controller Level 2 smartii 2.20

Smart Array 3100ES Controller Level 2

Smart Array 3200 Controller Level 2
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Supported Fibre Channel Adapters
TABLE 1–31 Supported Fibre Channel Adapters

Vendor Adapter
Certification
Level Driver Name Driver Version

Agilent HHBA-5100B Included hpfc 1.06

HHBA-5101B Included

HHBA-5121A Included

Supported Asynchronous Serial I/O Controllers
Additional serial controllers are listed in “Multiport Serial Controllers” on page 29.

TABLE 1–32 Supported Asynchronous Serial I/O Controllers

Vendor Controller
Certification
Level Driver Name Driver Version

Digi
International

AccelePort C/X Level 2 epca 1.8.0

AccelePort Xem Level 2
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