DSun

microsystems

Sun Fire” X2100

Highlights

¢ The only one and two-way one-RU

x64 server, featuring AMD
Opteron processors, starting as
less than $1,000

Increase space efficiency and
reduce cost with server models
that have embedded LOM and
four networking ports

Operating system flexibility —
runs virtually any operating
system, including the Solaris™
0S, Linux®, and Windows

Reduce data center costs with
compact form factor, low energy
consumption, and embedded
Lights Out Management (LOM)

LOM simplifies data center
management through remote
power control and monitoring
of key hardware components

Complete lifecycle management
of Sun’s x64 systems when using
Sun’s N1" System Manager—
from bare-metal discovery
through configuration, power
management, software provision-
ing, and patching

Server Family

Industry-leading Price/performance

M2 servers—is the quintessential cost-effective solution for customers seeking stream-

> The Sun Fire™ X2100 server line—comprised of the Sun Fire X2100 and the Sun Fire X2100

lined, high-performance, energy-efficient two-way servers to meet ever-expanding

computing needs. It’s easy to deploy, scale, and manage—and easy on the budget.

Performance and more

With multiple world-record performance
benchmarks, the industry-leading Sun Fire
X2100 server line helps organizations keep
budgets under control while meeting their
computing needs. It incorporates the high-
performance, low-latency HyperTransport
interconnect, 128-bit data path to high speed
DDR2 memory, and new industry-standard PCI-
Express technology. The server is the ideal
platform for Web, security, network services,
application development, and other high-
performance computing needs.

Flexibility

The Sun Fire X2100 server line runs 32-bit
and 64-bit applications, delivering industry-
standard x64 computing. It runs virtually any
operating system, including the Solaris™ OS,
Linux®, and Windows.

Scalability

Rack-optimized Sun Fire X2100 servers

offer the economies of scale of x64 comput-
ing, and are perfect for leveraging multiple
low-price servers for high availability.

Manageability

The Sun Fire X2100 servers also ease system
management. Embedded Lights Out Manager
enables remote and centralized system
management while maximizing availability,
and can also be integrated with N1 System
Manager or existing management environ-
ments. It simplifies data center management,
system configuration, and lifecycle manage-
ment, as well as software provisioning

and updates.

The Sun Fire X2100 servers offer superior
performance, energy efficiency, stream-
lined system management, and a compact
footprint at a superb price—optimizing

IT investments.
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Sun Fire X2100 Server

One AMD Opteron model 100 series processor, single-core (models 146,
148, 154, 156) or dual-core (models 180, 185); one MB Level 2 cache
per core

Four DIMM slots, DDR1/400 unbuffered ECC DIMMs (128-bit plus ECC
databus), 512 MB, one GB, two GB DIMMs supported, system configura-
tions from 512 MB to eight GB

Up to two hot-pluggable 3.5-inch SATA disk drives; RAID 0, 1 onboard;
80 GB, 250 GB and 500 GB disks supported
One EIDE DVD-ROM

Four-channel SATA interface, internal access only

Two 10/100/1000Base-T Ethernet ports

One TIA/EIA-232-F asynchronous DB9 port

Six USB 2.0 ports (two front, four rear)

One eight-lane, internal 64-bit PCI-Express slot (low-profile, half-length)

« Solaris 10 OS (12/05) or greater, 64-bit

¢ Red Hat Enterprise Linux 3 U6 or greater, 32-bit/64-bit

* Red Hat Enterprise Linux 4 U2 or greater, 32-bit/64-bit

¢ SUSE LINUX Enterprise Server 9 SP2 or greater, 64-bit

* Windows Server 2003, Standard or Enterprise Edition SP1,
32-bit/64-bit

Server Management Daughter Card (SMDC), standard/optional,
IPMI 1.5 (in-band and out-of-band)

5° C to 35° C (41° F to 95° F), 10-90 percent relative humidity,
noncondensing, 27° C maximum wet bulb

-40° C to 65° C (-40° F to 149° F), up to 93 percent relative humidity,
noncondensing, 38° C maximum wet bulb

Up to 3,000m maximum ambient temperature is derated by 1° C per
500m above 500m

Up to 12,000m

Declared noise emissions in accordance with ISO 9296, A-weighted,
sound power: LwAd Idle, at or below 25° C: 6.6 B max, at ambient 7.6 B

« Single power supply
e UL maximum (AC input) 5.13 amps
¢ Power supply rating (max. DC output) 300 W

Meets or exceeds the following requirements

IEC60950, UL/CSA60950-1, EN60950, CB Scheme with all

country differences

FCC Class A, Part 15 47 CFR, EN55022, CISPR 22, EN300-386:v1.31,
ICES-003

EN55024, EN300-386-V.1.3.2

cULus Mark, TUV GS Mark, CE Mark, CCC, GOST R, S-Mark

CE Mark (93/68/EEC), emissions and Immunity Class A emissions levels:

FCC, VCCI, BSMI, C-Tick, MIC, CCC, GOST
Reduction of Hazardous Substance (RoHS)-compliant (2002/95/EC),
labeled per WEEE (Waste Electrical and Electronic Equipment) directive

43mm (1.69 in.)
425.5mm (16.75 in.)
550mm (21.68 in.)
13 kg (28.7 lb.)

sun.com/x2100

Sun Fire X2100 M2 Server

One Next-Generation AMD Opteron model 1000 series processor,
dual-core (models 1218, 1214, 1210); one MB Level 2 cache per core

Four DIMM slots, DDR2/667 ECC unbuffered DIMMs (128-bit plus ECC
databus), 512 MB, one GB and two GB DIMMs supported, system
configurations from 512 MB to eight GB

Up to two hot-pluggable 3.5-inch SATA Il disk drives; RAID 0, 1 onboard;
250 GB and 500 GB disks supported
One EIDE DVD-ROM

Two-channel SATA Il interface, internal access only

Four 10/100/1000Base-T Ethernet ports

One DB9 port

Six USB 2.0 ports (two front, four rear)

Riser care assembly with two internal, eight-lane, 64-bit PCI-Express
slots (low-profile, half-length)

« Solaris 10 (6/06) OS, 64-bit

* Red Hat Enterprise Linux 3 U8, 32-bit/64-bit

* Red Hat Enterprise Linux 4 U4, 32-bit/64-bit

* SUSE LINUX Enterprise Server 9 SP3, 64-bit

* Windows Server 2003, Standard or Enterprise edition SP1, 32-bit/64-bit

Service Processor with embedded Lights Out Management (LOM) stan-
dard, IPMI 2.0 (in-band and out-of-band), Full lights-out management

using remote keyboard, video, and mouse (KVM), remote media (DVD,
CD, floppy)

2° Cto 38° C (36° F to 100° F), 7-93 percent relative humidity.
Noncondensing, 27° C maximum wet bulb

-40° C to 68° C (-40° F to 154 °F), up to 93 percent relative humidity.
Noncondensing, 38° C maximum wet bulb

Up to 3,000m maximum ambient temperature is derated by 1° C per
300m above 900m

Up to 12,000m

Declared noise emissions in accordance with 1SO 9296, A-weighted,
sound power: LwAd Idle, at or below 25° C: 6.9 B max, at ambient 7.3 B

. Single power supply
. UL maximum (AC input) 6.5 amps
. Power supply rating (max. DC output) 345 W

Meets or exceeds the following requirements

IEC 60950, UL/CSA 60950, EN 60950, CB scheme with all

country differences

FCC Class A, Part 15 47 CFR, EN55022, CISPR 22, EN300-386: v1.31,
ICES-003

EN55024, EN300-86:v1.3.2

CE Mark, GOST, GS Mark, cULus Mark, CB scheme, CCC, S Mark
CE Mark, GOST, ETSI, FCC, DOC, BSMI, CTick, MIC, CCC, S Mark

Reduction of Hazardous Substance (RoHS)-compliant (2002/95/EC),
labeled per WEEE (Waste Electrical and Electronics Equipment) directive

43mm (1.69 in.)
425.5mm (16.75 in.)
633.7mm (25 in.)
10.66 kg (23.45 Lb.)

XSun

microsystems

©2006, Sun Microsystems, Inc. All rights reserved. Sun, Sun Microsystems, the Sun logo, Java, N1, Solaris, and Sun Fire are trademarks, registered trademarks, or service marks of Sun Microsystems, Inc. in the United States
and other countries. AMD, the AMD Arrow logo, AMD Opteron, HyperTransport, and combinations thereof are trademarks of Advanced Micro Devices, Inc. Linux is a registered trademark of Linus Torvalds.

Printed in USA 08/06 SunWIN #449506





<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


