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STORAGE SOLUTIONS

Sun StorageTek™ Ultra320 
SCSI PCI-X Single Port
Host Bus Adapter

Highlights

•	Ultra320 SCSI to PCI-X

•	Enterprise-class HBAs ideal for 
large or mixed OS environments

•	Features the award-winning 
Fusion-MPT HBA architecture 
from LSI Logic

•	Includes an installed low-profile 
bracket and full height bracket

•	Simultaneous on-board support 
for x64/x86 BootBIOS (Windows 
and Linux) and SolarisTM SPARC 
OpenBoot

•	Ideal for tape attach

The Sun StorageTekTM Ultra320 SCSI PCI-X single port host bus adapter (HBA) features 

Ultra320 SCSI channel allowing a SCSI speed of 320 MB/sec. It supports up to 15 

external devices for the greatest flexibility in a SCSI solution. With PCI-X host bus plat-

form support and Ultra320 channel speeds, this host bus adapter solution delivers unsurpassed 

performance and flexibility for your most demanding storage networking applications.

The Sun StorageTek Ultra320 SCSI PCI-X HBA delivers the speed and bandwidth required by 

today’s data intensive storage applications. It is ideal for the most popular applications includ-

ing data warehousing, video streaming, internet, email, printing, financial management and 

other storage intensive applications.

High-Performance Storage Connectivity

The Sun StorageTek Ultra320 SCSI PCI-X HBA 

is ideal for Sun customers who require a 

PCI-X Ultra320 SCSI connectivity solution. 

This HBA provides the flexible functionality 

and high performance required for storage 

implementations.

PCI-X

Designed for servers with high performance 

requirements PCI-X offers high throughput 

of 1056 MBps.  This adapter was engineered 

to deliver unsurpassed performance, high 

SCSI connectivity and easy installation on 

PCI-X host platforms.

Superior Design

Sun HBAs, utilizing the LSI Fusion-MPT 

architecture, provide unparalleled 

performance, binary compatibility of 

host software with LSI’s Ultra320 SCSI 

technology, and significantly reduce 

software development time. With advanced 

architecture, the Sun HBAs can be quickly 

adapted to respond to emerging I/O 

interfaces.

Flexibility

A robust feature set, combined with 

comprehensive testing and support from 

Sun Microsystems, helps ensure that the 
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Sun StorageTek Ultra320 SCSI PCI-X HBA provides the flexibility and 

interoperability needed for tape attach. Flexible multiplatform 

support includes numerous OS, server and storage platforms.

High Quality, Multi-platform Support

• Scale-up SPARC

• Scale-out/grid computing x64/x86

• Multi-Boot support, same HBA can be redeployed to different OS 

and architecture without firmware change or re-flash.

SCSI HBA Available

• SGXPCI1SCSILM320-Z (Xoption)

• SGPCI1SCSILM320-Z (factory configured)

Sun SGXPCI1SCSILM320-Z Specifications

Supported Operating Systems

• Sun Solaris 9 & 10 – x86
• Sun Solaris 9 & 10 – X64
• Red Hat Enterprise Linux (RHEL) 3.0, x86
• Red Hat Enterprise Linux (RHEL) 3.0, x64
• Red Hat Enterprise Linux (RHEL) 4.0, x64
• SuSE SLES 8 & 9, x64
• Windows Server 2000 - x86
• Windows Server 2003- x86
• Windows XP Professional – x86

Supported Server Platform

• V20z
• V40z
• W1100z
• W2100z
• Sun Fire x4100, x4200
• Sun Fire T2000

Supported Storage Platforms

• 3120 SCSI array 
• 3310 SCSI array 
• 3320 SCSI array 
• S1 U160  
• D2 U160 
• L8 tape autoloader 
• L25/L100 tape libraries 
• L500/SL500 tape libraries
• DAT 72 tape drive 
• LTO tape drive 
• SDLT320 tape drive 
• SDLT600 tape drive
• LTO 3 tape drive 
• C2 autoloader, C4 tape library 

Technical Specifications

• PCI Rev 2.2
• Wide Ultra320, LVD and SE
• 10W power dissipation
• One external VHDICI connectors
• Universal LVD/SE termination 
• Self resetting termination 1.5A fuse 

Physical Dimensions

167.64mm x 64.42mm
6.60 inches x 2.54 inches
Low-profile brackets and optional full height

Environment

Operating Temperature:	 0° - 55°C

Storage Temperature:	 -45° - 105°C

Relative Humidity:	 5% to 90% non-condensing

Learn More

For additional information on this product, go to:
sun.com/storagetek/networking.jsp


